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Manual Override Kit 
PN-4186-0171-XE
Accessory kit compatible with 10EL and 38EL,  
it reverses the manual override pull direction  
towards the back of the cabinet.
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Inch
[mm] 

Black

1.23" [31.11]

2.63" [66.68]

1 lb. min – 10 lbs. max

#6 pan head screws (not included)

Finish:

Height:

Length:

Pull Force:

Hardware:

Specifications
WARNING! Before installing the lock, 
you must have access to manual 
override lever or the activation device 
must be connected. Otherwise, the 
lock will not unlock and open.
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1/8"
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#6 Screw

3/8" min recommended
(not included)

Detail A
Scale 2:1

Push tab 
forward
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Manual Override Kit 
PN-4186-0171-XE

Installation Guide
Position the Manual Override kit under 38EL or 10EL with the lever pushed towards the front, use #6 pan head screws (not included)  
to secure kit in place as shown on Figure1. A 10-foot nylon line is pre-attached.

Figure 1
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3.14
[79.756]

2.82
[71.628]

Figure 2

Manual Override Kit 
PN-4186-0171-XE

The Manual Override Kit is compatible with 10EL and 38EL as shown on Figure 2.

Shown with 38EL

Shown with 10EL



ACCURIDE INTERNATIONAL INC.
12311 Shoemaker Avenue 
Santa Fe Springs, CA 90670
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Packaging
One Manual override in a polybag with pre-attached 10' nylon line. 
Hardware not included.

Ordering Instructions
To order the Manual Override Kits specify  
4 – 4186-0171-XE

Specifications
Manual Override-Polymer
RoHs compliant

NOTE: Specifications, material, prices, terms, and delivery  
 are subject to change without notice.

Warranty
For warranty information visit  
http://www.senseonsecure.com/warranty

For the most current technical information visit  
www.senseonsecure.com

For the technical support visit www.senseonsecure/support

© 2018 Accuride International Inc. 3700-MK997-0218
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